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Tap [Settings » Record] to set in detail Driving and Parking Recording, Event Sensibility, Security LED ON/OFF,

HDR ON/OFF etc.
401245
< Record
Driving Recording

Standard ‘Smart Time lapse

157P5

» Event Sensibitty

on Low wid High
Security LED «
HOR »

Recording (Driving) settings

. Recording type
(Standard, Smart Time Lapse, 15 fps)
. Event sensibility
« Security LED ON/OFF
. HDR ON/OFF

Recording (Parking) settings

« Recording type

(Motion, Smart Time Lapse, 15 fps)

« Event sensibility
« Motion sensibility
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Tap [Settings > ADAS & Safe Driving] to set in detail the messages for the Front vehicle motion alert (FVMA), Lane departure

warning system (LDWS), Speed Camera Notification, On Time Notification and Driving Rest Notification.

P

< Settings
& & 0
h4 soumd Tone
Envronment >
Memory >
second
(A0S & safe Driving

Power

Dashcam Reset

Settings screen

Reset

P

< ADAS & Safe Driving

FUMA «
Lows

mon
e E—
o © P “
On Time Notification -«
Speed Camera Notification

Driving Rest Notification

ADAS & Safe Driving settings
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Tap [Settings » Power] to set Low Voltage and Cut-off Time.

prye)

< Settings

g «© O

Mic Sound Time
Environment >
Memory >
Record >

401245
< Power
Low Voltage Settings
11.6v/232v 11.8V/236V
[7 120712400 22v /2620

BatteryPack  Disable Parking Mode

Cut-OffTime Settings

Dashcam Reset Reset

Settings screen

Power settings
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Tap [Settings » Dashcam Reset] [ Reset | button to reset the dashcam settings and the memory card.

Az

¢ Settings
)
e sound Time
Envronment >
Memory >
Record >
HORS &5afe Driving >

Dashcam Reset

Settings screen

0 . As the memory card is formatted during resetting of the dashcam, store important videos separately before the work.
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Event Summary (Connected)

Check event details through Event Summary and provide the event video or map data.
1. Execute ‘FineVu Wi-Fi' APP and connect dashcam Wi-Fi. (refer to ‘Using FineVu Wi-Fi APP > Installation and connection’)
2. Tap the ‘Event Summary’ button on the main screen.

3. Press the button to check the relevant video.
T s
FINEVU ® 6 < Event Summary
Dashcam +3Days  +Week  +Month  Select
Connected! 2020.07.04 -2020.07.06

Tme  Dstnce AigSpeed  Event

10024n  75me

202007050901
» @ orving Time 0020115 »
© oistance 15.0mie/ g, 80.0mph
@ewns
BB oscamrie

2020,07.0607:03

,@! ©) Power oft (Low Vorageset

2020,07.0607:03

@

Event Summary
Settngs

@ parkngtime 05220

©eens
Main screen (connected) Event Summary screen (connected) Video player

o . If there are no data, the list is not provided.
. If the dashcam is not connected, a map screen is offered instead of a video screen.
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Description of Event Summary (Connected)

41245
{ Event Summary
Days | Week | +Month  Select
2020,07.04-2020.07.06

Tme  Distnce AwgSpeed  Event

100240 75m  80mn 16 No. Description

Select an option: 3 days, week, month, or user setting period.

@ oriing Time 00:20:15 Select a period.

@ pistance 15.0mile / Avg. 80.0mph

Qvents

Driving time, distance, average speed and the number of events during the
selected period

202007060703 Summary on power ON/OFF and the number of events during the selected period.

e el e 60

(© Power off (Low Voltage set) Play the relevant video (if there are several videos, the list is offered).

20200706 07:03 ®Video >

@ roringime osz230

| @twens

Main screen (connected)
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Event Summary (Not Connected)

Check event details through Event Summary and provide the event video or map data.
1. Execute ‘FineVu Wi-Fi' APP and connect dashcam Wi-Fi. (refer to ‘Using FineVu Wi-Fi APP ) Installation and connection’)
2. Tap the ‘Event Summary button on the main screen.

3. Press the button to check information on the relevant map and departure/arrival place.
FINE VU [0X©] < Event Summary
Not Connected! Days | Week | +Month  Select ®
2020.07.04-202007.06 e

Tme  Distnce AwgSpeed  Event

10024n  75me  80mm 16

\ Lt
©) ] 5
—j e owo> NG i

Gl Cae' i
.
+ Connect Dashcam » @ oriving Time 00:20:15 oM > » ot @ i
@ oistance 15.0mie /v P e
@ewns tos Lk
oashcam il
2020.07.06 15mile  00:20:15
202007060703
2625 JosieAv Long Bech,
ﬁ @! © Power oft (Low Vorage e © 9841 (X onrs,Untaa sates
& anor 25602400 Sudebser i,
202007050703 Long oo, CA SR 15 e sates
) Event Summary
settings @ parkngtime 0s:22:30 @roses @u  @ben
@ et 3 80mon 95mph 5

Main screen (connected) Event Summary screen (not connected)

0 - If there are no data, the list is not provided.
. If the dashcam is connected, a video screen is offered instead of a map screen.
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Description of Event Summary (Not Connected)

41215 4 w1245
< Event Summary < Driving Summary
1 e®
Days | Week | +Month  Select
2020.07.04-202007.06
Tme  Dsance Avospeed Gt
100240 5me  80mn 16

2020.07.0609:01

© orvingTine 0020115

@ pistance 15.0mile / Avg. 80.0mph |t
Qcents

2020,07.0607:03

i
i
LTS

@zuzo 07.06
m 0 v Blose e LogBesh

CA90815, United states

O osi01 2560, 400N Stutebaker RS,
01 Long Beach, CA 90815, United States:

@ Aospeed | (@) Mx

(© Power off (Low Voltage Set)
202007.0607:03

© rarinatine 052230

e Event
| @ewens s

80mpn 95mon

Description

Select an option: 3 days, week, month, or user setting period.

Select a period.

Driving time, distance, average speed and the number of events during the
selected period

Summary on power ON/OFF and the number of events during the selected
period

Map and details

Move to the current location

Departure place

Arrival place

Date

Driving time and distance

Departure/arrival time and address

®leleleleoloo ©| 6|0 0|F

Average and maximum speed, and the number of events
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Firmware update on the APP

1. Connect the dashcam and click | @ at the right top of the main screen.

2. Check the name of the connected dashcam and current and new versions of its APP, Speed cam, and Firmware.
3. If the versions are not the new ones, tap [ Update | to update them.

0]

FINE VU < Update
Dashcam
Connected! @ e
. Firmware |
-
App Version
GurentVerson
NewVersion
‘Speed Cam Version
CurentVersion
- " Newversion
Firmware Version
@ Gurentverson
[ON NewVersion

Settings Event Summary.

Main screen (connected)

Az

Engish

080.000
1.00.000

20200501
20200706

020,007
025,009

Update screen

- This APP informs you of an update through a popup when the dashcam is connected. Click the OK button for an update.

New Update
ANew Update is Now Available.

Do You Want to Update?

Exit [J3

Update message

. The update popup may not appear depending on the conditions like a connection status, etc.
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Using FineVu Player

How to install and use FineVu Player
FineVu Player is software that you can play the videos recorded by the FineVu dashcam.
You can download it at the FineVu website(http://www.FineVu.com/en).

No. Description

@ | Main screen that plays back a recorded video.

If GPS data are included in the recorded video, the location is
displayed in the map.

If GPS data are included in the recorded video, the speed is displayed
Display G-Sensor values or speeds in a graph.

Menu for playing and backing up video and setting the player

Menu for analyzing recorded videos

©®

Display the video list

Q

o . The FineVu player supports both Mac and Windows.
. Please use the ‘FineVu player’, or the video playback may be limited.



Using FineVu Player

System requirements

Windows Minimum Recommended
0S Windows 7 or higher Windows 10, 64bit OS
HDD 70MB or greater 150MB
< D Core 28t o hghr (401 bisl Dud Core 342
VGA 256MB or greater 1GB
RAM 2GB or greater 4GB
DirectX DirectX 11 or higher DirectX 12
Monitor 1280 x 1024 or greater 1920 x 1080
Mac Minimum Recommended
0s 10.14 10.15
HDD 1GB of available storage 10GB of available storage
CcPU 64bit Inter Processor 64bit Inter Dual Core Processor
VGA Inter Iris Graphics 4000 series or later External VGA card
RAM 2GB 4GB
Monitor 12 Inch 1280x800 1920x1080
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Watching recorded videos and updating firmware on PC

. Watching recorded videos on PC

1. Remove the Micro SD card from the device, and insert it into the adapter.
Connect the card to the PC using the Micro SD card reader.

2. When the Micro SD card reader is connected to the PC, a USB drive or new disk drive will be created.
3. Click the relevant folder and select video files you want to play back or view.

4. FineVu Player or other players can be used to watch recorded video.
(You should use FineVu Player to check the GPS and G-Sensor information of the recorded video.)

Updating firmware on PC
1. Download the latest firmware at FineVu website. (htttp://www.FineVu.com/en)
2. Remove the Micro SD card. Insert it into Micro SD card reader and connect the reader to the PC.

3. When the reader is connected to the PC, a USB drive or new disk drive will be created.
(It's recommended to format the Micro SD card used for another device before you upgrade the firmware.)

4. Unzip the downloaded file, and copy it to the top-level root of the memory card.

5. Insert the copied Micro SD card into on the device. Turn on the vehicle (ACC On) or start the engine to turn on the device.
6. The firmware update starts automatically.

7. The system will automatically restart once the firmware update is completed.

O . Toinsert or remove the Micro SD card, refer to ‘Installation’ in the previous pages.



SPECIFICATION

ITEM SPECS REMARKS
Model name FineVu GX30
. . Front : 78.5x 65 x 52mm / 116g ight i
Size/Weight Rear : 53.4x 29 x 42.3mm / 26g Weight including the mount
Memory capacity Micro SD card 32GB/64GB/ 128GB Class 10 or above, UHS-1 recommended, SDXC compatible

Recording mode

Driving recording

1 min. interval recording

Driving event(impact) recording

Manual recording

20 sec. recording(10 seconds before and after detection)

20 sec. recording(10 seconds before and after detection)

Parking (impact & motion detection) recording

20 sec. recording(10 seconds before and after detection)

Driving time lapse recording

30fps recording after impact detected

Parking time lapse recording

30fps recording after impact detected

Lens

Front/Rear: Full HD wide-angle lens

Image sensor

Front : 2.07M pixels, 1/2.8" SONY Exmor R STARVIS Image Sensor
Rear : 2M pixels, 1/3" CMOS Image Sensor

Viewing angle

Front : more than 145°of the opposite angle / 115°of the horizontal angle / 62°of the vertical angle

Rear : more than 134° of the opposite angle / 105° of the horizontal

angle / 80° of the vertical angle

Video Front/Rear 1920X1080p@30fps
Encoding Voice: PCM .avi(2Video-1Audio)
GPS Built-in
Voice Built-in
Speaker Built-in
Acceleration

sensor

3-axis acceleration sensor

+29/-29




ITEM SPECS REMARKS
Input power DC 12V -24V
Battery Super capacitor Supply power to safely store video in case of external shutoff
Power consumption | 4.4W Based on 2ch, GPS ON

Operation/ Operation temperature -20C~70C /
Storage temperature | Storage temperature -30C~80C
Power port (3.5 @), rear camera connection port (2.5 @),
Interface USB A type Wi-Fi port
HDR, Smart Time Lapse, FineVu Wi-Fi, Speed Camera Alert,
Function ADAS, Installation Angle Guide, Format Free, Vehicle speed, ADAS and Speed Camera Alert operate under GPS reception

Auto Night Vision, Driving Rest Guide, Time Alarm,
Battery Discharge Prevention, High Temperature Protection

Certification No.

KC (R-R-FDK-FineR026)

Wi-Fi dongle FCC (OYR-WU810N)
Model name: FineVu GX30

Date of manufacture: Marked separately
Name(Model) : Dashcam(GX30)
Manufacturer: Finedigital Inc.

Company name: Finedigital Inc.
Manufacturing country: Rep. of Korea

Passed KN41 (EMC test for vehicles, and internal combustion engines)




WARRANTY

Limited Warranty

This device is guaranteed against manufacturing defects for one(1) year(six(6) months for battery and accessories)
from the original date of purchase.

Finedigital's sole obligation in the event of such defects during this period is to repair or replace the defective part
or device with a comparable part or device at Finedigital’s sole discretion.

Except for such replacement, the sale, or other handling of this device is without warranty, condition or other
liability even though the defect or loss is caused by negligene or other fault.

Damage resulting from use, accident, or normal wear and tear is not covered by this or any warranty.

Finedigital assumes no liability for any accident, injury, death, loss or other claim related to or resulting from the use
of this device. In no event shall Finedigital be liable for incidental or consequential damages relating to or resulting
from the use of this device or any of its parts.

Finedigital is not liable for the costs of installing and removing the device and its accessories regardless of the
warranty period.



FCC Compliance Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:

(1) This device may not cause harmful interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.

This equipment has been tested and found to comply with the limits for a Class B digital device,

pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful
interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy
and, if not installed and used in accordance with the instructions, may cause harmful interference to radio
communications.

However, there is no guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception, which can be determined by
turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.

Wi-Fi dongle FCC ID : OYR-WU810N
Caution: Any changed or modifications not expressly approved by the party responsible for compliance could void
the user’s authority to operate this equipment.

F I [\J & 7th Floor, Fine Venture Bldg., 41, Seongnam-daero 925 beon-gil, Bundang-gu, Seongnam-si,
Gyeonggi-do, 13496 Rep. of KOREA

I TAL www finevu.com/en | Customer Support : support@finedigital.com | Made in Korea

[€ @) CEFE &



FINE Vu

www.FineVu.com/en
FineVu Customer Center +82-31-788-8800

This manual describes the features of the product necessary to use it.





